B200 Ballast Specifications

. Double Lamp Ballast

(ATHQDE B200 PRODUCT DETAILS: BRIV 120 SECV S900)
output: High PRIA 3.7 SECmA 200
date: August 21, 2008 VA 450  Watts 240 (2) \ 7
sheet description: Remote Gang Enclosure '
file: B2details.pdf X 176"
page: 1 Y 3776"

L 3.447"

(1) For 277V contact ACL.
(2) Use VA for computing loads. Use Watts for computing power consumption.
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Remote Gang Enclosure NTS

Project Name Date Linear Feet

SPECIFICATION CODE: NoteForavariation (custom) of this product contact ACL to request a variation number and information.

B200(1) — S01 - - - - -
| | | | | | |
| Product | | Standard | | Environment | | Color (s) | | Primary | | Dim-able | | Mount |
High Qutput S01 DR-Dry See Chart 120V DI - Dim S- Surface
Double Ballast DP - Damp 2 277V Special ND - Non Dim R - Recess
(old Cathode Order

(1) For a 7 lamp transformer system refer to our T100 system. For a single lamp standard output ballast system refer to our B100 system.
(2) For multiple selections place a comma after each selection.

8300 Cold White - CDT
6500 Daylight - DWT
5000TC Ice White - IWT
4500 Cool White - CLT
3500 Soft White - SWT
30001C Worm White - WWT
2400 Incondescent - KWT
Candle White - CWT
Pineapple - PPL

Gold - 6LD

Traffic Light Yellow - TLY
Orange - ORG

Ruby Red (Neon Only) - RRD
Coral Rose - CRS
Magenta - MGT

Violet - VLO

Powder Blue - PWB
Ocean Blue - 0CB

Super Blue - SBL

Sky Blue - SKB

Super Turquoise - STB
Traffic Light Green - TLG
Staybright Green - SBG

ACL INC.

Architectural Cathode Lighting, Incorporated

5301 Pacific Boulevard
Huntington Park California 90255 USA
Telephone 323.581.8800
Fax 323.581.7971
info@cathodelighting.com



B200 Ballast Specifications
Double Lamp Ballast
PRIV 120 SECV 990 (1)

CATHODE B200 PRODUCT DETAILS:

output: High PRIA 3.7 SECmA 200
date: August 21, 2008 VA 450  Watts \ 7
sheet description: Separated Re mote Single Enclosure
file: B2details.pdf $ 17.6"
2 3.776"
poge 1 3447

(1) For 277V contact ACL.
(2) Use VA for computing loads. Use Watts for computing power consumption.

8300 Cold White - CDT
6500 Daylight - DWT
50001C Ice White - IWT
4500 Cool White - CLT
3500 Sofi White - SWT
30007C Warm White - WWT
2400 Incandescent - KWT
Candle White - CWT
Pineapple - PPL

. Ballost

A Gold - 6LD
B. Lamp Traffic Light Yellow - TLY
(. Lampholder Orange - ORG
D. Cove . Ruby Red (Heon Only) - RRD
E. Conduit
. Coral Rose - CRS
F. Upper Ceiling
" Magenta - MGT
6. Lower Ceiling
Violet - VLO
Powder Blue - PWB
Separated Remote Single Enclosure NTS Ouaan Boe - 063
Super Blue - SBL
Sky Blue - SKB
Super Turquoise - STB
Project Name Date Linear Feel Traffic Light Green - TLG

Staybright Green - SBG

SPECIFICATION CODE: NoteForavariation (custom) of this product contact ACL to request a variation number and information.

B200(1) - S01 - - - - -

. | ] ] | ACL INC.
‘ Product ‘ ‘ Standard ‘ ‘ Environment ‘ | Color (s) ‘ ‘ Primary ‘ ‘ Dim-able ‘ ‘ Mount ‘ Architectural Cathode Lighting, Incorporated

High Qutput S01 DR - Dry See Chart 120V DI- Dim S- Surface
I)(Olljglg Eﬁllgst DP - Damp ) 2772/)-3pecm| ND - Non Dim R - Recess 5301 Pacific Boulovard
oid tathode faer Huntington Park California 90255 USA
(1) For a 7 lamp transformer system refer to our T100 system. For a single lamp standard output ballast system refer to our B100 system. Telephone 323.581.8800
(2) For multiple selections place a comma after each selection. Fax _ 323.581.7971
info@cathodelighting.com




CATHODE B200 PRODUCT DETAILS:
output: High

date: August 21, 2008

sheet description: Surface Details

file:  B2details.pdf

page: 3
T %3 I/S'ﬁ
—4" pr:
6" Min. B200 Surface - .
Recommended Lampholder LA
— tQ from 6" 10 12" J
I 53/4"
25mm Cold p
Cathode Lamp ™| 95mm Cold
Cathode Lamp | ‘
B200 Surface — 53/
Lampholder o I —EQ EQ —
2 3/4"
J 4" —
8300 Cold White - CDT
F3 178" # 6500 Daylight - DWT
5000TC Ice White - IWT
4500 Cool White - CLT
3500 Soft White - SWT
30007C Warm Whife - WWT
2w 8 1/7 2400 Incandescent - KWT
o Condle White - CWT
B200 Surface [ i L
Lampholder 6" Min. Gold - GLD
25MM Cold Ezﬁl"zg‘fom]i;‘i Traffic Light Yellow - TLY
Cathode Lamp Orange - ORG
) Ruby Red (Neon Only) - RRD
Coral Rose - CRS
318 :C) ) ¥ Magenta - MGT
L ] ?_/8 J Violet - VLO
) 5 34 | Powder Blue - PWB
Ocean Blue - 0CB
Super Blue - SBL
Sky Blue - SKB
Super Turquoise - STB
Project Name Date Linear Feet AL R

SPECIFICATION CODE:

Note: For a variation (custom) of this product contact ACL to request a variation number and information.

Staybright Green - SBG

B200(1) — N - - - - S

. | ] m | ACL INC.
| Product || Standard || Environment | | Color (s) | | Primary || Dim-able || Mount | Architectural Cathode Lighting, Incorporated

High Output S01 DR - Dry See Chart 120V DI - Dim S-Surface
DEOlIJ(li)lce EEIISST DP - Damp 2 277\(/)-3pecm| ND - Non Dim R - Recess 5301 Pacific Boulovard
oid Lathode faer Huntington Park California 90255 USA
(1) For a 7 lamp transformer system refer to our T100 system. For a single lamp standard output ballast system refer to our B100 system. Telephone 323.581.8800
(2) For multiple selections place a comma after each selection. Fax _ 323.581.7971
info@cathodelighting.com




CATHODE B200 PRODUCT DETAILS:
output: High

date: January 11, 2010

sheet description: Recess Details

file:  B2details.pdf

page: 4
1 hs /8
T 6" Min T
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3178 J 8300 Cold White - CDT
L— B200 Recess Lampholder 6500 Daylight - DWT
-——25mm Cold Cathode Lamp 50001C Ice White - IWT
4500 Cool White - CLT
61/ ——— 3500 Soft White - SWT

3000TC Warm White - WWT
2400 Incandescent - KWT

B200 Recess .
Lampholder 6" Min. Candle White - CWT
—— Recommended Pineapple - PPL
mm Co Wy qom
Cathode Lamp from 610 12 Gold - GLD
Troffic Light Yellow - TLY

Orange - ORG

31/8" m Ruby Red (Neon Only) - RRD
/ — T I

9" Corol Rose - CRS
| l Mogenta - MGT
Violet - VL0

Powder Blue - PWB
Oceon Blue - 0CB

h

— 23/ 21/7"
Super Blue - SBL
7 S ! Sky Blue - SKB
Super Turquoise - STB
Project Name Date Linear Feet Traffic Light Green - TLG

Staybright Green - SBG

SPECIFICATION CODE: Note:Foravariation (custom) of this product confact ACL to request a variation number and information.

B200(1) — S01 - - - - - R
, p——— ACL INC.
| Product || Standard || Environment | | Color (s) | | Primary || Dim-able || Mount | Architectural Cathode Lighting, Incorporated
High Qutput S01 DR - Dry See Chart 120v DI - Dim S-Surface

DCOlIJ(li)lE Eﬁllgst DP - Damp (2) 277\(I)r-§prec|0| ND - Non Dim R - Recess 5301 Pacific Boulevard
old tathode ¢ Huntington Park California 90255 USA
(1) For a 7 lamp transformer system refer to our T100 system. For a single lamp standard output ballast system refer to our B100 system. Telephone 323.581.8800
Itiple selections place a comma after each selection. Fax 323.581.7971

(2) For multiple se P ! R
info@cathodelighting.com
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