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PRI V    120         SEC V    24
PRI A       .5        SEC A   2.5
PRI VA    60         WATTS   60
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Architectural Cathode Lighting, Incorporated
ACL INC.
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F a x                             3 2 3 . 5 81 . 7 9 7 1
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Acrylic enclosure

1” Diameter

Mounting

Mounting flange

Leads

Secondary and intermediate connector

LED mounting board
LED

Mounting clip

LED mounting board
LED

Clear acrylic enclosure

Fixture Elevation - Butt Joint Condition

Fixture Top View - Butt Joint Condition

Section - Cove Mount 

NTS

NTS

Fixture Elevation - End Condition NTSSection - Through Fixture 
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DI - Dim    

    

Standard Color Dim-able OptionFinish PrimaryEnvironment

120V

Note: For a variation (custom) of this product contact ACL to request a variation number and information.S P E C I F I C A T I O N  C O D E :

DR - Dry 
DP - Damp

See Color Chart
on Details sheets

(1)

DI    

(1) For multiple selections place a comma after each selection.
(2) Special order, contact ACL for information.
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SM - Slimlite 
(LED)  

SM CPE     

WT - Wet
277V (2)  

CPE 
(Clear Plastic
Enclosure)

Project Name Linear FeetDate


